
 
REF: TDSARHEATSHIELD350 09.12 

 
 

Description 
 

Archco-Rigidon Heatshield 350 is a solvent based, 

high solids, 2-pack silicone epoxy coating with very 
good heat and corrosion resistance.  It is applied 
directly onto steel substrates prepared to SIS 05 09 00 
Sa 2½ minimum.   
It can be used on the externals of hot flue gas lines, hot 
steel pipework, hot vessels, boilers, chimney stacks etc. 
 

Principal Characteristics 
 

* Effective up to 350ᵒC continuous operation. 
 

* Can be applied to steel at temperatures above 
80ᵒC. 

 

* Airless spray application.  
 

* Very good corrosion resistance.  
 

* High hardness. 
 

* Good flexibility. 
 

* Excellent resistance to a wide range of chemicals. 
 

* Fast drying. 
 

* Good tolerance to high humidity during cure.  
 

Packaging 
 

Packed in 1.5 litre kits. 
 

Health & Safety 
 

Wear personal protective clothing. Refer to product 
safety data sheet before using the material. 
 

How to Order 
 

This product may be ordered by simply specifying 
Archco-Rigidon Heatshield 350. 
 

Our quotations include a 40% wastage factor. 
 

Contact Archco-Rigidon Engineers for further 

information. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

Typical Properties Test Method Data 

Colour  White 

Density  1.5 

% Solids by volume  47 

VOC (g/l)  440 

Adhesion Elcometer 6 MPa 

Shore D hardness Durometer 80 

Hot salt fog ASTM B117 2000 hrs 

Impact resistance (23ᵒC) 
(at 200μ) 

ASTM G14 2J 

Flexibility (3% strain at 
20ᵒC) 

T/SP/CW6/2004 Pass 

 
Application Data 

 
 

Apply to steel substrates previously prepared to standard SIS 05 59 

00 SA 2½ minimum with a surface profile of 50-100μ. Surfaces must 

be clean, dry, free from grease, and residual dust and detritus. 

Use as supplied in pre-weighed packs. 

Apply by brush or airless spray. 

Mix Ratio (Part A : Part B by weight) 100.0 : 1.3 

Pot life (25ᵒC) 2 hr 

Average touch dry time (25ᵒC) 1 hr 

Overcoating time Min 4 hrs Max 24 hrs 

Recommended Thickness/Coat 100-150μ wet 50-75μ dry 

Number of coats 3 by brush, 2 minimum by 
spray. 


