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Archco-Rigidon Heatshield 350 is a two-pack solvent based 

coating which can be applied to steel surfaces prepared to the 
Swedish International Standard (SIS 055900) Sa2½ or 
equivalent.  
 
Surface Preperation 

 
The steel surface shall be dry, free of oil, grease, dirt, loose rust 
or paint, mill scale and foreign matter.  This can be achieved 
using power brushing or machine grinding.  If the surface is 
severely corroded, chipping hammers and needle guns will be 
required.  The surface should finally be cleaned with a vacuum 
cleaner, clean dry compressed air or a clean brush.  The steel 
should then have a faint metallic sheen. 
 

Application Procedure 
 
Archco-Rigidon Heatshield 350 is supplied in pre-weighed 
containers, Part A (resin base) and Part B (hardener), in the 
correct mixing ratio.  After preparing the steel to the standard 
indicated above, before adding Part B (the hardener), Part A 
(the resin component) should be thoroughly mixed using an 
electric drill with a mixing whip attachment.  All the contents of 
Part B are then added to the container Part A and mixed with 
the mechanical whip for 2 to 3 minutes.  The pot life is 1 hour at 
25°C.  

 
Before application begins, the minimum substrate/dew point 
differential must be dew point +3°C.  The first coat can then be 
applied by brush or spray to a wet film thickness of 250 
microns nominal (200 microns DFT).  Check the film thickness 
of the coating regularly with a wet film gauge during 
application.  Minimum overcoating time is 3 hours at 25°C. 
 

The material can be brush or airless spray. For spraying use a 
45:1 airless spray pump and a 19-23 thousands of an inch 
spray tip.  At 23°C, atomising pressure should be 1000-3000 
psi. 
 
Nominal wet film thickness should be at 127 microns minimum 
(dry film thickness of 50-70 microns) per coat in two coats. 
 

Apply the second coat at 127 microns wet film thickness in the 
same manner as the first.  Drying time 4hrs at 20°C. 
 

Storage and Packaging 
 
Store the containers in a cool, dry, well ventilated area.  The 
container should be kept tightly sealed. 
 
Pack: 1.5 litre or 15 litre kits. 
 

Archco-Rigidon Heatshield 350 
 
Application 

 
Brush or Airless Spray 

 
% Solids by volume 47 

 
Overcoating Times 

 

Min 4 hrs - Max 24 hrs 
 
Preferred Equipment 

 
Brush or Airless Spray 

 
Pot Life 2 hrs 

 
Shelf Life 

 
12 months 

Mix Ratio (Part A : Part B by 
weight) 

100.0 : 1.3 

Average touch dry time 
(25ᵒC) 

1 hr 

Recommended  

Thickness /Coat 

100-150μ wet, 50-75μ dry 

Number of coats 3 by brush, 2 minimum by 
spray 

 
 

 


